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MEVOTECH INSIDER
Service Tips and Best Practices

Beginning with MY2011 production, GM introduced multiple suspension configurations. Depending on factory vehicle options and 
drive types (FWD/RWD/AWD), it is important to verify the correct suspension type when ordering replacement steering and suspension 
components for an optimal repair outcome.

This can be accomplished by validating the vehicle option (RPO) on a sticker or placard; usually located in the glovebox, trunk or  
driver’s door sill. 

Although not an exhaustive summary, the below chart may also be used to assist in recognizing the most common codes and types for 
2019-2011 GM, Buick, Chevrolet and Cadillac vehicles:

Always ensure to reference the original factory service manual for proper diagnostic, removal and replacement procedures and all related 
specifications and values.

Technical Support Hotline: 1.844.572.1304 	        For parts go to: mevotech.com 	 Publication Number: MI-21-087-04-01-E
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DISCLAIMER: The information in this communication is intended for use only by skilled technicians who have the proper tools, equipment and training to correctly and safely maintain vehicles. 
Refer to original manufacturers service manual for proper torque specifications and removal/installation procedures. All content in the publication is provided as-is and without warranty.  
All care has been taken to ensure the accuracy of the information presented. The publisher assumes no responsibility or liability for any loss or damage, direct, indirect or consequential, arising 
from the use of the information contained herein.               

RPO Code Position Description
GNA Front Macpherson Strut
GNB Front HiPer Strut 
GNE Rear H-Arm 
GNC Rear 4-Link
GNQ Rear 5-Link
FE(x) Front & Rear Various Ride and Handling Packages
Z(xx) Front & Rear Various Ride, Handling and Motor Packages

2019-2011 GM Suspension Type Identification 


