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Volvo C30/C70/S40/V50 Front Lower Control Arm 
– Headlight Autolevel Bracket

When ordering replacement front lower control arms for the below models, it is important to ascertain if the vehicle is optioned with Xenon 
autolevel headlights from the factory. 

Vehicle Models

Volvo C30 2008-2013
Volvo C70 2006-2013
Volvo S40 2006-2011
Volvo V50 2006-2011

 
The mount point for the headlight level sensor via a bracket is the front lower control arm. This bracket is joined to the arm with a rivet nut 
(see Figure 1). Replacement arms will have a pre-existing locating hole; however, a new rivet nut may not be included (see Figure 2).  

As such, to successfully install replacement arms on a vehicle and ensure the function of the autolevel system, the following additional 
hardware and tools will be required:

• Rivet Nut (OE# 999632 – current as of this publication date)

• Blind Rivet Nut Installation Tool

MEVOTECH INSIDER
Service Tips and Best Practices

DISCLAIMER: The information in this communication is intended for use only by skilled technicians who have the proper tools, equipment and training to correctly and safely maintain vehicles. 
Refer to original manufacturers service manual for proper torque specifications and removal/installation procedures. All content in the publication is provided as-is and without warranty.  
All care has been taken to ensure the accuracy of the information presented. The publisher assumes no responsibility or liability for any loss or damage, direct, indirect or consequential, arising 
from the use of the information contained herein.               

Figure 2: Pre-drilled mount 
point hole for bracket. 

Figure 1: Rivet placed into arm, 
creating a mounting point for bolt
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