
Application Nut/Stud PN#
TQ Value for  
Ball Joint Nut

2002 Ford Thunderbird (to 3/11/2002) M14 MS40501-MS40502 111LB-FT/150N-M
2000-2001 Jaguar S-Type M14 MS40501-MS40502 111LB-FT/150N-M
2000-2002 Lincoln LS (to 3/11/2002) M14 MS40501-MS40502 111LB-FT/150N-M

Application Nut/Stud PN#
TQ Value for  
Ball Joint Nut

2002-2005 Ford Thunderbird  
(from 3/12/2002)

M16 MS40503-MS40504 148LB-FT/201N-M

2002-2006 Lincoln LS (from 3/12/2002) M16 MS40503-MS40504 148LB-FT/201N-M

Brand      Supreme  Product      Ball Joint Date     June 2020

Part Number(s)     MS40501-MS40502/MS40503-MS40504

Technical Support Hotline: 1.844.572.1304         For parts go to: mevotech.com  Publication Number: MI-20-014-01-01-E

WE SUPPORT 
ASE CERTIFICATION

DISCLAIMER:  The information in this communication is intended for use only by skilled technicians who have the proper tools, equipment and training to correctly and safely maintain vehicles. 
Refer to original manufacturers service manual for proper torque specifications and removal/installation procedures. All content in the publication is provided as-is and without warranty.  
All care has been taken to ensure the accuracy of the information presented. The publisher assumes no responsibility or liability for any loss or damage, direct, indirect or consequential, arising 
from the use of the information contained herein.    

MEVOTECH INSIDER
Service Tips and Best Practices

M14

M16

Ford Thunderbird, Lincoln LS and Jaguar S-Type 
Front Knuckle and Lower Ball Joint

Due to production date variances, the lower ball joint on the identified vehicles may feature either a M14 or M16 nut/stud. 

It is critical to note that due to these variations, the proper torque specification must be followed to eliminate possibility of premature 
component failure or ball joint separation from the lower control arm. 


